Product Catalogue

AN
Alpine Metals

Gratings and Expanded Metal

Galvanised Serrated Gratings
Manufactured as per spec BS 4592-1:2006
Pitch: 30x 100 mm

40x 100 mm
Twisted, 6 - 10 mm
0.914 x 6000 mm
25x 3 mm

25x 4 mm

25x 5 mm

30x3 mm

30x4 mm
30x5mm

40x3 mm

40x4 mm

40x5 mm

50x 4 mm

50x 5mm

Custom sizes and stair threads can also be made to order

Cross bar:
Panel size:
Depth x thickness:

Expanded Metal Mesh
Available in spec and grade JIS G3351 (Standard type)
In sheet dimensions 4 x 8 ft (1219 x 2438 mm)

Size : Strand Mesh

D t(mm)  w(mm) SW(mm) LW (mm) §kg/sheet

Weight

3.0 34 76.2 7.46
B 37347621390
)(363 ........ 40 ......... 4734762 ......... 2750
XG22 ........ 60 ......... 7036 ........... 1016 ........ 5440
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. A — - measured from
Bearing Bar \«/ - ‘\\, ‘center-to-center of cross bars in
Spacing R 1" increments. Standard spacing is 4"
measured from center-to-center of b - on center and 2" spacing is available on
the bearing bars in 1/16" increments specal order.
Standard spacing for industrial flooring i ‘
is 19/16" (1-3/16") on center. Other \4 \
‘common spacings include 15/16", 11/16", % \ Bearing Bars
1/2" and 7/16" on center. Bearing Bar load carrying bars ranging in depth from 3/4" to 2-1/2" for
Thickness pedestrian loads and 1* to 7* for heavy duty vehicular loads.
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